VEHICLE/HEAVY EQUIPMENT
INSPECTION CHECKLIST

1. INSPECTION TYPE

(“x” one)
Q A. Sign-up

2. Agreement P.O./Contact No.

3. Contract Date

4. FIRENAME 5. FIRE NO.
Q B. Pre-Use
6. UNIT O C. Release 7. EQUIPMENT TYPE
8. OWNER (Name) 9. MILEAGE (Start) 10. DATE 11. MODEL 12. MAKE
13. VENDOR (If other than owner) 14. MILEAGE (End) 15. DATE 16. SERIAL NO.
SECTION I-TRACTOR AND/OR MOTOR SATISFACTORY SECTION II-TRUCKS, SEDAN, JEEP, PICK-UP SATIFACTORY
PATROL ETC..
YES NO YES NO
1. CANOPY, ROLL-OVER PROTECTION SYSTEM FRAME. 1. Steering. Over 3” free play, check tie rod ends.
3X3X3/8” OR 3” XX PIPE: 3/16” TOP, SECURED TO MAIN 2. Clutch. Proper adjustment, %" frec travel.
FRAME OR TRACTOR
2. Belly plate and radiator guard Securely mounted 3. Brakes, footand hand. Must hold firm.
3. Lights mounted and working. Operating. 4. Gauges. All gauges must be working.
4. Cables and hydraulic system not frayed, have extra, no 5. Horn. In working order
drips in hydraulic system. 6. Rearview mirror and wipers. In working order
5. Blade hosit brake holding operate smoothly. Hold at 7. Seats and cushions, seat belts. If not satisfactory, report
any point conditions under Section VI Remarks.
6. Master clutch. Operator under load. (check for
slippage).
7. Steering clutches, must have 3-4” free play * 8. Cooling system. Check radiator and hoses.
8. Brakes, must hold at half travel. * 9. Engine. Check for knocks and leaks
9. Gages working. All gauges must be working. 10. Oil level and condition. Full and clean.
10. Fuelsystem. Must be free of drips and full tank. 11. Electrical system. Generator and starter working.
11. Cooling system. Free of leaks. * 12. Battery. Check for corrosion on terminals
12. Fan and fan belts. Check for frayed condition. 13. Transmission. Check for leaks.
13. Battery. Check for corrosion on terminals. 14. Drive line-U-joins. Check forlooseness.
14. Engine supports, equalizer bar, springs, main springs. 15. Differential, Check for leaks.
Check shackle bolts, shifted spring lever. * 16. 4-Wheel drive. Check gear boxes, drips.
15. Muffler and spark arrester. Must be approved type, 17. Springs and shocks. Check hangers.
check w/ stick 18. Tie Rod. Looseness and bent.
16. Engine. Run, check oil pressure, and knock 19. Frame. Cracks and bent.
17. Final drive. Transmission and differential. Check for 20. Lubrication. Dry fittings.
dripping.
18. 21. Tires, wheels, lug bolts. Depth of tread and cuts.
19. Dozer and assembly. Trunnion bolts missing, cracks 22. Lights. Must be all working.
20. Proper lubrication. Check for dry fittings. 23. Glass. Report all cracks, shattered.
21. Tires. Check depth of tread, cuts, list under remarks 24. Body condition. Reportall dents and scratches.
22. Sprocket and idlers. Cracks in spokes, sprocket teeth 25. Exhaust System. Check for leaks.
sharp
23. Drawbar. Servicable, safe. 26. Fuel System. Check for leaks.
24. Test run. Cover5, 6, 7,8, and 9. 27. Accessories. Must have jack, wheel wrench, spare tire and
wheel.
Section ITI- Power Saw and/or Pumps Section IV-Accessories (Mark “x” if in/on vehicle)
1. Clean. a 1. Accident Forms a 2. Steps a 3. Mud Flap
2. Visible parts broken *
3. Oilin gear case. ] 5. Tow Chain a 6. Pulaski
4. Oil in chain oiler. O 4. LogBook
5. Mtc. Tools, funnel & gas can. a 8. Jack a 9. Shovel
6. Visible bolts and nuts tight u 7. First Aid Kit
- - a 11. Wheel Wrench a 12 Flare Signals
7. Gas and oil properly mixed. 3 X X
- - a 10. FireExtinguisher
8. Cutling bar straight. . ] 14. Tire Chains ] 15. Chock Blocks
9. Exhaust system & spark arrester. ] 13. License Plates
10. Motor idle evenly & run smoothly (if Govt. operator) ] 17. Other
11. Satisfactory power. a 16. Reflectors
12. Chain condition *

17. VENDOR (Signature)

8. TITLE

19. DATE

20. INSPECTOR (Signature)

21. TITLE

22. DATE
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